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Manual pumps for oil and grease

MANUAL OIL PUMPS

MANUAL OIL DISPENSERS

13 KG MANUAL GREASE PUMPS

HAND-OPERATED HIGH PRESSURE GREASE PUMPS

HAND-OPERATED GREASE TRANSFER PUMPS
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Article with seals in 31200 31201

Article with seals in 30200

Tank capacity - - -

Suitable for drums 50 - 220 50 - 220 50 - 220
Delivery hose length 2 - 2
Suction tube length 0,7 - 1,04 0,7 - 1,04 0,7 - 1,04
Quantity delivered for complete
cycle of the lever

240 240 220

Max oil density delivered 130 130 240
Drum clamping ring - - 38044
Trolley - - -
Antisplash funnel - - -

Packing 1 - 0,016 1 - 0,016 1 - 0,016
Weight 4,2 4,0 4,4

Dimensions (A - B - C) 5,7 - 5,7 - 138 5,7 - 5,7 - 138 3,8 - 3,8 - 115

Manual pump for oil and allied 
products. Single-acting and VITON 
seals. Double-acting and NBR seals. 
The telescopic suction tube enables 
direct application on containers of 
different capacities. Suitable for 
delivering low-viscosity oil.

Manual pumps
oil and similar

single-  
acting

VITON

NBR
litres

kg

m
m

g

SAE
Art.
Art.
Art.

N° - m3

kg
cm

double-  
acting

Caution: do not use with flammable or corrosive liquids

Art. 24891
Antisplash funnel
With antisplash rim to prevent the liquid 
from spilling out when filling the tank

Art. 32713
Digital litre-counter
complete with
connection unions

C

A

B
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30050 32016 32024 32065

- 16 24 65

30 - 60 - - -
2 2 2 2

0,7 - 1,04 - - -

220 220 220 220

240 240 240 240
38044 - - -
80050 - - -

- 24891 24891 24891
2 - 0,040 1 - 0,080 1 - 0,090 2 - 0,185

13,6 10,6 13,7 24
46 - 50 - 123 25,5 - 22,5 - 86 28 - 33 - 89 60 - 42 - 88

double-  
acting

double-acting  
pump

Hooking
position

Pumping
shaft stroke

Compression
ratio

obtainable

Delivery capacity 
with complete 

cycle

Indication of types of oil that 
can be delivered according to 

the lever position

n°3          127 mm 1 : 2,2 220 g SAE W 80/90

n°2 100 mm 1 : 3,6 170 g SAE W 85/140

n°1 60 mm 1 : 6,9 100 g SAE 240

Lever hooking variation table

The position of lever pivot can be varied (3 hookings) to adapt the pumping 
force to the viscosity of the oil used

Double-action (Pic. 2) 
occurs when the pumping piston 
delivers the fluid in its upstroke 
and downstroke. 
Double-action delivers the fluid 
with a continuous and constant 
flow

Pic. 2Single-action (Pic. 1) occurs 
when the pumping piston 
delivers the fluid only in the 
pumping lever downstroke

DOWN

UP

Pic. 1

DOWN
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Article 33016 33024

Tank capacity 16 24
Working pressure 6 - 8 6 - 8
Safety valve 10 8
Delivery hose length 2 2
Gun hose length 0,27 0,27
Max oil density delivered 130 130
Antisplash funnel 24891 24891

Packing 1 - 0,080 1 - 0,090
Weight 9,9 13,1

Dimensions (A - B - C) 25,5 - 22,5 - 86 28 - 33 - 89

litres

bar
bar
m
m

SAE
Art.

N° - m3

kg
cm

B

C

Air-operated oil dispensers
suitable for high-viscosity oil.
Filled with oil to 4/5 their capacity 
and pressurised to 6 - 8 bar, 
they work independently without 
requiring connection to the 
compressed air system.
The air-operated oil dispensers are 
ideal for filling or topping-up engine, 
gearbox, differential, hydraulic power 
pack, reduction unit oil, etc.

Air-operated
oil dispensers

A

Caution: do not use with flammable or corrosive liquids
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wheel-mounted    portable    

Art. 32713
Digital litre-counter kit with partial 
and cumulative reading, complete 
with connection unions.
Application between the pump and 
delivery hose allows the quantity of oil 
delivered to be controlled

Art. 24891
Antisplash funnel.
With antisplash rim to prevent the 
liquid from spilling out when filling 
the tank



Article 68012 68113 68213

Tank capacity 13 13 13
Delivery hose length 2,5 - 1/4” 2,5 - 1/4” 4 - 1/4”
Delivery hose KR6802 KR6802 993.504
Max outlet pressure 350/400 300/350 350/400
Capacity every 10 cycles of lever 60 40 -
Pump - - 62041
Compression ratio - - 50:1
Noise level - - 81
Max working pressure - - 8
Max air consumption - - 330
Capacity (free outlet 6 bar
self-levelling grease at 20° C)

- - 1000

Grease follower plate yes yes yes
Grease coupler 66739 66739 66740
Nipple - - 66892
Grease gun - - 66888

Packing 1 - 0,070 1 - 0,070 1 - 0,100
Weight 10,4 14 16,7

Dimensions (A - B - C) 34 - 24,5 - 71 52 - 34 - 84 30 - 34 - 84

kg

m
Art.
bar

g
Art.

dB
bar

l/min

g/min

Art.
Art.
Art.
Art.

N° - m3

kg
cm

Portable and wheel-mounted
or air operated manual grease 
pumps. Practical and functional, 
they can be used in all workplaces 
and enable quick, high-pressure 
greasing on any motor vehicle 
or mechanism. 
They are equipped with a grease 
follower plate that protects the 
lubricant and ensures positive 
priming.

Portable
grease
dispenser

B

C

A

Details and advantages

The follower plate, 
indispensable
when using 
particularly
hard greases, 
is drawn 
towards 
the bottom 
of the drum 
by the vacuum 
created by the 
pump in the 
grease suction 
stage

Pump

Cover

Follower plate

Vacuum
created by
the pump

sucking
grease

Delivery
hose

Ball

Grease Art. 66888

Grease
pedal

Art. 66892Art. 62041

Grease
pump

air operated    manual    
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Article 60280 60310 60311

Suitable for drums 12 - 20 16 - 30 16 - 30

For drums with external ø

from 240 to 280 from 260 to 300 from 270 to 330

Delivery hose length 2,5 - 1/4” 2,5 - 1/4” 2,5 - 1/4”
Max outlet pressure 350/400 350/400 350/400
Capacity every 10 cycles of lever 60 60 60
Drum cover ø 280 310 337
Grease follower plate ø 265 310 310
Grease coupler 66739 66739 66739

Packing 1 - 0,022 1 - 0,022 1 - 0,036
Weight 5,4 6,5 7,2

Dimensions (A - B - C) 63 - 28 - 35 63 - 31 - 35 63 - 33,7 - 35

kg

mm

m
bar

g
mm
mm
Art.

N° - m3

kg
cm

Portable lever-operated manual 
grease pumps. Practical and 
functional, they can be used in all 
workplaces, and in particular on 
rough ground such as in farming or 
building sites.
They enable easy change of the 
grease container (drum or bucket) 
and quick greasing on any motor 
vehicle or mechanism. They are 
equipped with a grease follower 
plate that protects the lubricant and 
ensures positive priming.

Manual
grease
pumps

C

A

B
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1/4” hose

Art. 66739

Pump

Follower plate

Drum cover

KR6802

high pressure 350 bar



Article 60410 60411

Suitable for drums 16 - 30 16 - 30

For drums with external ø

from 260 to 300 from 270 to 330

Delivery hose length 2 - 1/2” 2 - 1/2”
Max outlet pressure 18/20 18/20
Capacity every 10 cycles of lever 500 500
Drum cover ø 310 337
Grease follower plate ø 310 310

Packing 1 - 0,030 1 - 0,040
Weight 6 6,7

Dimensions (A - B - C) 78 - 31 - 35 78 - 33,7 - 35

kg

mm

m
bar

g
mm
mm

N° - m3

kg
cm

Portable manual lever-operated 
grease transfer pumps.
Each cycle of the lever delivers 50 g 
of grease. Practical and handy, 
they are used for filling gearcases, 
casings, hand-operated grease 
guns. They enable easy changing 
of the grease container (drums or 
bucket) and are equipped with a 
grease follower plate that protects 
the lubricant and ensures positive 
priming.

Manual
grease
pumps

A

B

C

Art. 60450
Female quick connector
complete with check valve, 
1/4” F thread for filling central 
greasing system.
Max pressure 350 bar

Art. 60451
Male quick connector
complete with check valve, 
1/4” F thread for filling central 
greasing system.
Max pressure 350 bar

Quick connect
coupling

Filling central greasing system Transfer in small drums
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low pressure transferring 20 bar



THREE WORDS TO DESCRIBE RAASM

Technology

Functionality

Quality

The starting point for the entire production cycle is 
the research and development of cutting-edge new 
solutions which lead to the development 
of high quality products, fully produced in Italy.

The quality of our product manufacturing has 
always been our absolute priority. To reach this goal 
rigorous testing accompanies every phase of the 
manufacturing process.

RAASM offers the most complete range of lubrication 
products suited to many sectors.
Our aim is to always be available to provide solutions 
to our customers.

Authorized distributor

All rights reserved to Raasm S.p.A.

info@raasm.com
www.raasm.com

Export department    
Tel. +39 0424 571 130 - Fax 0424 571 135

Technical department            
Tel. +39 0424 571 150 - Fax 0424 571 155
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